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AR (RSN )

PILOT OPERATED CHECK VALVES

|
Cl T Hole

EA[A) iR & 84 X [6) i = 31 TR EA A fE)
Single pilot operated check valves Double pilot operated check valves Single pilot operated check valves
WIsEEE (REM ) AFE— T ARNEBRR (M The pilot operated check valve arrow free flow in one
VEQ) #izh , RAABNEEE I RELSEF LAY E direction (from V to C) reverse opening is required by
AR, XE—MMF/XR , AEERATFRE , ERTFREERE the pilot pressure control to achieve the single valve.The
BRERTEHEMEE. pilot operated check valves are on/off valves,not able to

modulate the opening,these valves are suitable to hold
the load but they are not suitable to control the load
motion.
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SI-TecHOPOGY  VRDE Mjitif /i

DOUBLE PILOT CHECK VALVE

PIESF S5/SYMBOL :

l {}ﬁ@ c2

i . L%%" . ,
BARBBUTECHNICAL DATA: SMER S IOVER DIMENSION:

RIFRFH/MATERIAL EMPLOYED &P T #E¥R45/OPERATIONAL RANGE W R
{@{4/BODY : §%/Steel ' E R
) 2228 /MOUNTING Vi W
Wi/ VALVES : §8/Steel 1% /as prefered T |
O L
BE84/SEALS - THBAY/NBR masp al P e '
iE B/ TEMPERATURES I - ﬁ%
HBTERRE : +40°C~+70°C/Ideal operating range between +40°Cand+70°C —I Q%
B5I{EEE : +90°C/Max operating temperature +90°C S
RIE/&REMERE : -20°C~+60°C/ Min/Max environment temps -20°C and +60°C "
A
%1535 /MODEL CODE :
VRDE |—| G1/4 2 E/FLOW DIAGRAM
@ @ C2->V2
OWEHEHZRFINS/double pilot check valve series code: VRDEZ!/VRDE type Eh C1-v1
QIEMAEEST/connection thread dimension: BBSP A M o
21
18
15 G1/4 93/8
12 T/ T/
BXEN BAKE KSH FRED 9
(CED) (L/min) (pilotratio) (cracking pressure)(bar) 6
3
VRDE-G1/4 - 20 1:4.5 3.5 1]
VRDE-G3/8 50 1:4 3.5 0 10 2030 4050 60 70 80 90 100 110 120 #REL/min
VRDE-G1/2 300 80 1:4 3.5
Eh V2->C2
JTYPE AN BT BR e SDN ES BN (G R BT ESA AP—M [
VRDE-G1/4 115 (68 | G1/4 | 38| 7 7 40 | 30 13 24 91 (53/8
VRDE-G3/8 139 |1 80 | G3/8 | 40| 8.5 | 15 | 50 | 40 16 27 18
VRDE-G1/2 173|190 | G1/2 | 40 [ 8.5 | 15 | 60 | 40 | 20 30 15 G1/4 /
G1/2
12
/e
9 =
6 1T 1T
3
0 10 2030 4050 60 70 80 90 100 110 120 JEL/min
)i FI/APPLICATIONS:

RERAEATF—NTTRNERRE (R/NNERE)  IRGEUESZXHE
B, XAEREB—NHBNESENSEFTHFZE. /The pilot operated check
valves allow free flow in a direction (with low pressure drops)and stop it in
the opposite direction until they are opened by the pilot pressure(coming
from the other line of the circuit).
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S) -Tch@@gY VRDD B il ¢ Hs 5

DOUBLE PILOT CHECK VALVE

EE 25 5/SYMBOL :

HiARZEITECHNICAL DATA :

RZFE#4¥l/MATERIAL EMPLOYED
{@¢R/BODY : 4X/Steel
[#i55/VALVES : §¥/Steel
ES/SEALS © THSR/NBR

1EFA T {E3R15/OPERATIONAL RANGE
Z%E/MOUNTING
%5 /as prefered

i{BE/TEMPERATURES

BB TERRE : +40°C ~ +70°C/Ideal operating range between +40°Cand+70°C
B5I/EREE : +90°C/Max operating temperature +90°C

RIE/RERERE : -20°C ~ +60°C/ Min/Max environment temps -20°C and +60°C

| L > 2 -
#3E]/MODEL CODE : i th & E/FLOW DIAGRAM
VRDD — G1/4 — 12L
C2->V2
© @ ® il
. . A\ P-bar,
@ WAEKREMRFIS/double pilot check valve series code : VRDDEY/VRDD type M‘ ! !
@ ENERREIZR/ connection thread dimension : BBSP 21 63/8-15L
161/2-15L
@ L ERHRETYE/ Threaded connection type : 12L. 15L. 18L(DIN2353) 18 gya1z 18
15— G3/8-12L 1/
12 f G1/2-18L
BAESN BARE %S FEESD /
(bar) (L/min) (pilotratio) (cracking pressure)(bar) 9
6
VRDD-G1/4-12L 20 1:4.5 3.5 3
L—1
VRDD-G3/8-12L 350 20 1:4.5 3.5 — |
VRDD-G3/8-15L 50 14 35 0 10 2030 4050 60 70 80 90 100 110 120 #ML/nin
VRDD-G1/2-15L 50 1:4 3.5
VRDD-G1/2-18L 300 80 1:4 3.5
- V2->C2
BE A B C D E F G H I RALW dlI SW
/TYPE /\ P-bar| | |
VRDD-G1/4-12L|115(68 | G1/4|38| 7 | 7 | 40| 30| 13 |12.3| 12 |M18x1.5| 24 24‘ 63/8-15L
-G3/8- 12.3 2
VRDD-G3/8-12L|115|68 | G3/8|38| 7 | 7 | 40| 30| 13 15 M18x1.5| 24 18[_61/4—12L 61/2-151
VRDD-G3/8-15L139| 80 | G3/8| 40| 8.5| 15| 50 | 40 | 16 [15.3| 15 | M22x1.5| 27 1r| 63/8-12L
VRDD-G1/2-15L139| 80 | G1/2| 40| 8.5| 15| 50 | 40 | 16 [15.3| 18 | M22x1.5| 27 12 / 61/2-18L
VRDD-G1/2-18L|163[90 | G1/2|40| 8.5| 15| 60| 40 | 20 |18.3| 18 [ M26x1.5| 30 9 Z/
—
LI LB SFRIgAE-RERL  FHRERSE@M "-KT” 6
H-EEITHRA) | VRDD-G1/4-12L-KT T T
All types of products are not with the compression fitting sets of joints, 3
ifyouneeditadd “-KT" afterthetype
With compression fitting sets Ordering example : VRDD-G1/4-12L-KT 0 10 2030 4050 60 70 80 90 100 110 120 JEL/min

#i HI/APPLICATIONS:

RIZBERBATF— A ENEER (RERE)  MRAEVBEZXER
LHERBB—NHENSESENSIFIFZIE. /The pilot operated check valves
allow free flow in a direction (with low pressure drops)and stop it in the
opposite direction until they are opened by the pilot pressure(coming from t
he other line of the circuit).
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