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AR (RSN )

PILOT OPERATED CHECK VALVES

|
Cl T Hole

EA[A) iR & 84 X [6) i = 31 TR EA A fE)
Single pilot operated check valves Double pilot operated check valves Single pilot operated check valves
WIsEEE (REM ) AFE— T ARNEBRR (M The pilot operated check valve arrow free flow in one
VEQ) #izh , RAABNEEE I RELSEF LAY E direction (from V to C) reverse opening is required by
AR, XE—MMF/XR , AEERATFRE , ERTFREERE the pilot pressure control to achieve the single valve.The
BRERTEHEMEE. pilot operated check valves are on/off valves,not able to

modulate the opening,these valves are suitable to hold
the load but they are not suitable to control the load
motion.
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VRSE AR S)-TecHpOROgY

SINGLE PILOT CHECK VALVE

FEE4F'5/SYMBOL:
Vi V2
(1 C2
T O
l_ e _l
BiARZBUTECHNICAL DATA : HMER}/OVER DIMENSION :
ng*ﬁt}g\;lA’;ER;ﬁL IEMPLOYED 1B T {E3R15/OPERATIONAL RANGE _EL—(I)
%%/VALVEé i/ ;e | Z2/MOUNTING V1 \] |
ws/ s Lee R /as prefered T AT [ |
BH)/SEALS : THER/NBR c1 Y c2
iBE/TEMPERATURES JE SR JN [ © fgﬁ\
B TRERE | +40°C~+70°C/Ideal operating range between +40°Cand+70°C _I kJ
BEIERE : +90°C/Max operating temperature +90°C SW
BE/BREHERE : -20°C~+60°C/ Min/Max environment temps -20°C and +60°C H
A
#1545/ MODEL CODE :
VRSE |— | G1/4 a2 E/FLOW DIAGRAM
@ @
@ BEBREMRTIRES/single pilot check valve series code: VRSEZY/VRSE type Eh (2-V2
@ MRERBSIZE,/connection thread dimension: BBSP A P-b;z‘
21
18
15 93/8
1 Gl/§
/ G1/2
B BAES BARE %£SH FREES 9
/TYPE (GED) (L/min) (pilotratio) (cracking pressure)(bar) 6
VRSE-G1/4 350 20 1:4.5 3.5 3 [+
VRSE-G3/8 50 1:4 3t5 0 10 2030 4050 60 70 80 90 100 110 120 JMEL/min
VRSE-G1/2 300 80 1:4 3.5
s V2->C2
JTYPE A B (@ D E F G H I SW EA
VRSE-G1/4 115 (68 [ G1/4 | 38| 7 |7 | 40| 30| 13| 24 AP’? | ]
VRSE-G3/8 139 | 80 | G3/8 | 40 | 8.5 | 15 50 | 40 16 27 21 é3/8
VRSE-G1/2 173190 | G1/2 | 40| 8.5 | 15 60 | 40 20 30 18
15 Gl/4
12 G1/2
9 — Z/
6 VLA
3
M H/APPLICATIONS: 0 10 2030 4050 60 70 80 90 100 110 120 JEL/min

RERERATF— I ARENE8RE (RNNERE)  MRAEUEERXEN , &
BREBS—NHENESENSIFIFFZE. /The pilot operated check valves allow
free flow in a direction (with low pressure drops)and stop it in the opposite
direction until they are opened by the pilot pressure(coming from the other line
of the circuit).
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VRSD [ i 3 Sl-Tch@@gY

SINGLE PILOT CHECK VALVE

EIE S /SYMBOL :
VL, V2

al T '@02

AMERF/IOVER DIMENSION :

Hi RS ¥/ TECHNICAL DATA :

#}/MATERIAL EMPLOYED

&{ﬁgﬁév /Steel Y& FI T {E¥R 48/ OPERATIONAL RANGE 5 D 4
53 : ee
tf . Z%/MOUNTING vl 1\ I“—‘II V2 |
&S/ VALVES : $4/Steel _ T ™ }

N %55 /as prefered cl I |
3Y/SEALS : THER/NBR N

i o |\

JEE/TEMPERATURES _1 X,
B T/ERE : +40°C ~ +70°C/Ideal operating range between +40°Cand+70°C S
B T{EEE : +90°C/Max operating temperature +90°C B H
RIE/EREHMERE : -20°C ~ +60°C/ Min/Max environment temps -20°C and +60°C A

#5355 B /MODEL CODE :

ma & E/FLOW DIAGRAM

VRSD — G1/4 — 12L 9572
©) @) ® ;Y]
o . . /\ P-bar,
@ BEREMRFIKS/single pilot check valve series code: VRSDEL/VRSD type 241 | ]
1
@ RURERZSE R/ connection thread dimension : BBSP a1 63/8-15L
@ BELEEIRSU ./ Threaded connection type : 121, 15L, 18L(DIN2353) 18| G1/4-12L 61/2-15L
15— G3/8-12L
2 / )
BAEN BARE 5SH FEEN 12 7 Gl/2-18L
(bar) (L/min) (pilotratio) (cracking pressure)(bar) 9
VRSD-G1/4-12L 20 1:4.5 3.5 :
VRSD-G3/8-12L 350 20 1:4.5 3.5 [+
VRSD-G3/8-15L 50 1:4 3.5 0 10 2030 4050 60 70 80 90 100 110 120 JEML/min
VRSD-G1/2-15L 50 1:4 35
VRSD-G1/2-18L 300 80 1:4 3.5
&5 V2->C2
BE
JTYPE A B C B E F |G| H|I | RA LW dl SW A P-bar | |
VRSD-G1/4-12L|115|68 | G1/4|38| 7 | 7 | 40| 30| 13 |12.3| 12 | M18x1.5| 24 24‘ 63/8-15L
VRSD-G3/8-12L(115|68 [ G3/8[38| 7 | 7 [ 40| 30 13 [12.3] 15 [ M18x1.5| 24 f;I_GI/HZL 61/2-15L
VRSD-G3/8-15L(13980 | G3/8[40[8.5| 15| 50 | 40| 16 [15.3] 15 | M22x1.5| 27 | 63/8-12L |
VRSD-G1/2-15L|139(80| G1/2|40|8.5| 15| 50| 40 | 16 |15.3| 18 | M22x1.5| 27 12 61/2-18L
VRSD-G1/2-18L|163[90| G1/2|40|8.5| 15| 60| 40 | 20 |18.3| 18 [ M26x1.5| 30 9 Z/
N ERSERI A GRER. MRS RERSREM KT 6 ]
#-REITEERA - VRSD-G1/4-12L-KT =
All types of products are not with the compression fitting sets of joints, 3
ifyouneeditadd “-KT" after the type
With compression fitting sets Ordering example : VRSD-G1/4-12L-KT 0 10 2030 4050 60 70 80 90 100 110 120 ¥iML/min

i JI/APPLICATIONS:

RIZBREATF— A RNERR (RNERE)  RAEUESEZXE
LHERBEB—NHIRNACSEA S FIFFZE. /The pilot operated check valves
allow free flow in a direction (with low pressure drops)and stop it in the
opposite direction until they are opened by the pilot pressure(coming from
the other line of the circuit).
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